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R.C. GROUND BEAM ALONG GRIDLINE 1/A-E REINF'T. DETAILS
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R.C. GROUND BEAM ALONG GRIDLINE 3/A-E  REINF'T. SIMILAR
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R.C. GROUND BEAM ALONG GRIDLINES 2/B-E REINF'T. DETAILS
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R.C. GROUND BEAM ALONG GRIDLINES 4/A-F REINF'T. DETAILS
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SECTION 1
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SECTION 2
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SECTION 3
SCALE ~ 1:15

6"thk. COMPACTED HARDCORE MIN CBR. 65

2"thk. SAND BLINDING
2 LAYERS BS A142

15
2

1 LAYER POLYTHENE
(D.P.C.)

WELL CONSOLIDATED EARTH FOR AREAS
OF CUT AND FOR AREAS OF FILL (USE SAND)

COMPACTED TO 95% MODIFIED PROCTOR DENSITY

150mm thk. R.C. GROUND FLOOR SLAB SECTION
SCALE ~ 1:15
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 CYLINDER STRENGTH AT 28 days.
3. CONCRETE STRENGTH TO BE 25N/mm²

4. COVER TO MAIN REBARS ARE AS FOLLOWS:

COVER TO SIDE & BOTTOM REINF. : 40mm

BEAMS:

5. BAR LAP LENGTH TO BE 50 x BAR DIAMETER.

COVER TO TOP REINF. : 25mm

AutoCAD SHX Text
%%UNOTES


	Sheets and Views
	S-08


